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Axon Rugged Console – Solid State

Axon is pleased to introduce the latest equipment for workshop torque control and pressure test
systems.

The ARC-SS is a PC-based console for control and data logging of workshop machinery and test
stations.

Features

·  Small size.
·  Rugged construction
·  No hard drives – all solid state.
·  Simple internal electronics system
·  High contrast colour display.
·  -10 to +50 °C operating
·  Fully sealed adjustable keyboard
·  Easy maintenance

The unit is an all-steel construction computer for data logging and control operations. The internal
electronics are based on a RISC processor system with the operating systems and data logging done
using solid state flash memory. This provides you with a unit that will survive severe in-situ vibration
as well as transport shocks and still operate fully. Data is simply backed-up onto a memory stick which
can then be connected to a standard desktop or laptop USB port and uploaded.

Temperature control is based round the tested and tried ARC console, which is in use and operating
world wide in the most severe ambient conditions.

The high brightness display provides sunlight readable display in full colour so graphics can be used to
the full. The sealed keyboard and track ball provides a fully functional interface without fussy touch
panels. The keyboard angle is adjustable to improve ease of operation.
An optional height adjustable boom arm is available.
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 ARC – SS Technical details

The ARC –SS provides the ultimate
computer platform for workshops and
heavy industrial computing use.

Specifications

Power Universal 85-265 volts AC, Surge Protected
Size Main body 380 X 380 X 140 mm (all sizes approximate)
Construction Seam welded all steel body, with powder paint and lacquer finish
Sealing to IP67
Operating -10 to +50 °C, 0-90% RH Non Condensing
Storage -20 to +60 °C
Memory 512 Mbytes operating system memory

64Mbytes to 512Mbyte logging memory
Interface 2 x Type A USB

1 x Network
2 x Serial

Mounting Base by boom on swivel
Display 1024 X 768 Active matrix TFT

16 Million colours
Contrast Ratio 300:1
Brightness 250 cd/m²

For more information or a demonstration contact Axon today

Axon Instruments Ltd , wardes Rd, Inverurie, UK AB51 3TT
Phone +44 1467 622332, Fax +44 1467 625235
Web www.ai-industrial.co.uk  or e-mail sales@ai-industrial.co.uk
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